
SUSTAINABLE
PAPER & PACKAGING 
ADHESIVES



Bags, Pouches & Sacks
Side Closing Adhesive

Active Content 
( %±2 )

Chemical Properties Viscosity 
(mPas, 20 ºC)

Setting 
Time

Substrates

TUBIBOND PR 145 P 52 Vinyl acatate 
homopolymer

3000-5000 fast Paper, PE-coated 

TUBIBOND TE 103/2 47 Ethylene vinyl acatate 
copolymer blend 

4000-6000 very fast Paper, PE-coated 

Bags, Pouches & Sacks
Bottom Closing Adhesive

Active Content 
( %±2 )

Chemical Properties Viscosity 
(mPas, 20 ºC)

Setting 
Time

Substrates

TUBIBOND PR 530-44 P 42 Vinyl acatate 
homopolymer

35000-40000 fast Paper, PE-coated 

TUBIBOND PR 550 P 50 Vinyl acatate 
homopolymer

40000-60000 very fast Paper, PE-coated 

Bags & Envelopes Side 
Seam and

Handle Adhesive

Active Content 
( %±2 )

Chemical Properties Viscosity 
(mPas, 20 ºC)

Setting 
Time

Substrates

TUBIBOND PR 145 1P 50 Vinyl acatate 
homopolymer

1500-2500 fast Paper, PE-coated 

TUBIBOND PR 145 2P 48 Vinyl acatate 
homopolymer

800-1000 fast Paper, PE-coated 

TUBIBOND TX 35 P 40 Vinyl acatate 
homopolymer

1000-2000 fast Uncoated Paper

Folding Box - Wheel
Application

Active Content 
( %±2 )

Chemical Properties Viscosity 
(mPas, 20 ºC)

Setting 
Time

Substrates

TUBIBOND PR 145 P 52 Vinyl acatate 
homopolymer

3000-5000 fast Paper, PE-coated 

Hotmelt Active Content 
( %±2 )

Chemical Properties Viscosity 
(mPas, 150 ºC)

Setting 
Time

Substrates

TUBIBOND HM 61 NEW 99 Poliolefin 1000-1500 fast Paper, PE-coated   

Barrier Coating for 
Paper

Active Content 
( %±2 )

Chemical Properties Viscosity 
(mPas, 20 ºC)

Setting 
Time

Substrates

TUBIBOND PR 169 50 Acrylic Emulsion 3000-5000 fast Paper cup, paper straw, 
paper surfaces

Water-based Adhesives
CHT TUBIBOND SERIES

PAPER & PACKAGING
ADHESIVES
Water-based Adhesives
CHT TUBIBOND SERIES

Our CHT service team is looking forward to supporting you: 
Please send your email to paper-adhesives@cht.com


